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Size D V Thread

Class 2B L B
CC Cable Clearance 

Min Max

8 .885 (22.5) .500-20 UNF .730 (18.5) .732 (18.6) .125 (3.2) .204 (5.2)

10 1.010 (25.7) .625-24 UNEF .850 (21.6) .812 (20.6) .187 (4.7) .286 (7.3)

12 1.135 (28.8) .750-20 UNEF .980 (24.9) .968 (24.6) .291 (7.4) .416 (10.6)

14 1.260 (32.0) .875-20 UNEF .980 (24.9) 1.026 (26.1) .351 (8.9) .476 (12.1)

16 1.385 (35.2) 1.000-20 UNEF 1.100 (27.9) 1.299 (33.0) .501 (12.7) .626 (15.9)

18 1.510 (38.4) 1.062-18 UNEF 1.350 (34.3) 1.431 (36.3) .518 (13.2) .706 (17.9)

20 1.635 (41.5) 1.188-18 UNEF 1.480 (37.6) 1.537 (39.0) .581 (14.8) .831 (21.1)

22 1.760 (44.7) 1.313-18 UNEF 1.600 (40.6) 1.633 (41.5) .644 (16.4) .956 (24.3)

24 1.885 (47.9) 1.438-18 UNEF 1.730 (43.9) 1.755 (44.6) .706 (17.9) 1.081 (27.5)

Dimensions are in inches (mm).

Strain Relief Dimensions

BCB2  -  S  -  16  N

Basic Part Number

	 BCB2		 Straight strain relief backshell

coupling Style

	 N			   Non-self-locking coupling

	 S			   Self-locking coupling

Shell Size

	 See Strain Relief Dimensions table below 

MATERIAL & FINISH

	 N			   Aluminum, electroless nickel

	 W			   Aluminum, olive drab cadmium

Note:  See part builder (p. D-13) for additional kit options.

BC Series  •  High-Performance Crimp Connectors

Straight Strain Relief Backshell

		  Protect connectors from cable tension
This basic backshell protects contacts by providing strain 
relief from the cable or wire bundle. The self-locking option 
is recommend for high-vibration applications. Upgrade to an 
environmental backshell for elemental protection.
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