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Receptacle Dimensions
Shell
Size D C Thread 

Class 2B L T U
CC Cable Clearance

Min Max

28-12
2.439 (62.0) 2.000-.1428P-.2857L 8.156 (207.2)

7.188 (182.6)
2.000 (50.8)

.922 (23.4) 1.047 (26.6)

28-13 7.188 (182.6) 1.005 (25.5) 1.130 (28.7)

32-04

2.689 (68.3) 2.250-.1428P-.2857L 8.156 (207.2)

7.188 (182.6)

2.000 (50.8)

.844 (21.4) .969 (24.6)

32-05, 32-12 7.188 (182.6) 1.005 (25.5) 1.130 (28.7)

32-13 8.688 (220.7) 1.217 (30.9) 1.342 (34.1)

44-02

3.667 (93.1) 3.000-.1428P-.2857L 10.125 (257.2)

10.688 (271.5)

2.500 (63.5)

1.187 (30.1) 1.312 (33.3)

44-03 9.688 (246.1) 1.313 (33.4) 1.438 (36.5)

44-12 10.688 (271.5) 1.391 (35.3) 1.516 (38.5)

44-13 12.688 (322.3) 1.547 (39.2) 1.672 (42.5)

44-51 11.688 (296.9) 1.609 (40.9) 1.734 (44.0)

52-12
4.167 (105.8) 3.500-.1428P-.2857L 11.062 (281.0)

17.188 (436.6)
3.250 (82.6)

2.183 (55.4) 2.328 (59.1)

52-13 18.188 (462.0) 2.308 (58.6) 2.453 (62.3)

Dimensions are in inches (mm).

Note:  See part builder (p. M-9) for complete information.

Basic Part Number

	 CL01		  Cable mount receptacle

				    Socket contacts (power source)

				    Includes backshell, cable grip, gland, cover

MATERIAL & FINISH

	 C			   Aluminum, olive drab cadmium 

				    (Conductive for AC applications)

	 N			   Aluminum, anodized finish 

				    (Non-conductive for DC applications)

Shell Size & insert Pattern

	 See Insert Arrangement Drawings, p. M-11

master keyway position

	 Power requirements determines master key/keyway 	

	 (See Master Key/Keyway Position table, p. M-10

Alternate Rotation

	 N			   NORMAL or W, X, Y, Z, see p. M-10 for availability
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Cable Mount Receptacle

		  Cable mount power connector
A cable mount receptacle is used to supply power to equip-
ment. The included metal backshell provides protection from 
rough handling and harsh environments. The connector also 
includes a protective cover and a cable grip for strain relief 
with heavily jacketed cables. 


