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HS Series  •  High-Performance Solder Connectors
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Size D L R M      F T E U H Front 

Mount 

8 .636 (16.2) .541 (13.8) .447 (11.4) .473 (12.0) .031 (0.8) .094 (2.4) .386 (9.8) .562 (14.3) .582 (14.8)

10 .761 (19.3) .541 (13.8) .447 (11.4) .590 (15.0) .031 (0.8) .094 (2.4) .386 (9.8) .672 (17.1) .692 (17.6)

12 .855 (21.7) .541 (13.8) .447 (11.4) .750 (19.1) .031 (0.8) .094 (2.4) .386 (9.8) .781 (19.8) .801 (20.4)

14 .980 (24.9) .541 (13.8) .447 (11.4) .875 (22.2) .031 (0.8) .094 (2.4) .386 (9.8) .906 (23.0) .926 (23.5)

16 1.105 (28.1) .541 (13.8) .447 (11.4) 1.000 (25.4) .031 (0.8) .094 (2.4) .386 (9.8) 1.031 (26.2) 1.051 (26.7)

18 1.229 (31.2) .541 (13.8) .447 (11.4) 1.125 (28.6) .031 (0.8) .094 (2.4) .386 (9.8) 1.156 (29.4) 1.176 (29.9)

20 1.323 (33.6) .603 (15.3) .509 (12.9) 1.250 (31.8) .031 (0.8) .094 (2.4) .386 (9.8) 1.250 (31.8) 1.395 (35.4)

22 1.449 (36.8) .634 (16.1) .509 (12.9) 1.375 (34.9) .031 (0.8) .125 (3.2) .418 (10.6) 1.375 (34.9) 1.375 (34.9)

24 1.574 (40.0) .667 (17.0) .542 (13.8) 1.500 (38.1) .031 (0.8) .125 (3.2) .418 (10.6) 1.500 (38.1) 1.520 (38.6)

Receptacle Dimensions

Dimensions are in inches (mm).

Basic Part Number

   	 HS19		  Hermetic solder mount receptacle

				    Helium leakage < 1.0 x10-6 cc3/sec at 15 psi 

				    (1.1 kg/cm2) Insert rated to 75 psi (5.3 kg/cm2)

MATERIAL & FINISH

	 H			   Carbon steel, tin plating over nickel

Shell Size & insert Arrangement

	 See Insert Arrangement Selection table, p. B-12

Contact Style

	 P			   Pin, tin plated

	 G*			  Pin, gold plated

	 S*			  Socket, tin plated

	 H*			  Socket, gold plated

INSERT rotation

	 N			   Normal or W, X, Y, Z,  see p. B-12 for availability

optional accessory kit  (Omit for None)
	 02			  Protective cover

HS19  H  14-19  P  N

Note:  See part builder (p. B-11) for additional kit options.  

*  Please consult an authorized distributor for lead time and minimum quantity requirements.
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Solder Mount Receptacle (Hermetic)

		  Hermetic receptacle for solder mounting
Hermetic receptacle with a flange specially designed to be 
solder mounted to a panel. The reduced flange permits the 
connector to have the smallest mounting footprint available. 
This feature is useful when mounting to probes or sensors,  
or when seeking the highest connector density on a panel.
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