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Kits with 03 accessory option will use R1 mounting hole positions.
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9 A .6250-0.1 P-0.3L-2A .938 (23.8) .128 (3.3) .719 (18.3) .656 (16.7) 

See Option 5
for Panel Range

11 B .7500-0.1 P-0.3L-2A 1.031 (26.2) .128 (3.3) .812 (20.6) .796 (20.2)

13 C .8750-0.1 P-0.3L-2A 1.125 (28.6) .128 (3.3) .906 (23.0) .922 (23.4)

15 D 1.0000-0.1 P-0.3L-2A 1.219 (31.0) .128 (3.3) .969 (24.6) 1.047 (26.6)

17 E 1.1875-0.1 P-0.3L-2A 1.312 (33.3) .128 (3.3) 1.062 (27.0) 1.219 (31.0)

19 F 1.2500-0.1 P-0.3L-2A 1.438 (36.5) .128 (3.3) 1.156 (29.4) 1.297 (32.9)

21 G 1.3750-0.1 P-0.3L-2A 1.562 (39.7) .128 (3.3) 1.250 (31.8) 1.422 (36.1)

23 H 1.5000-0.1 P-0.3L-2A 1.688 (42.9) .156 (4.0) 1.375 (34.9) 1.547 (39.3)

25 J 1.6250-0.1 P-0.3L-2A 1.812 (46.0) .156 (4.0) 1.500 (38.1) 1.672 (42.5)

Receptacle Dimensions

Dimensions are in inches (mm).  ‡ Max panel thickness will ensure proper coupling clearance.

T922  N  15-35  S  1  N  -  03

Basic Part Number

	 T922		  Thru-bulkhead receptacle

MATERIAL & FINISH

	 N			   Aluminum, electroless nickel

	 W			   Aluminum, olive drab cadmium

	 K			   Stainless steel, passivated (firewall)

Shell Size & insert Arrangement

	 See Insert Arrangement Selection table, p. F-19

Contact Style

	 P			   Pins on flange side, sockets opposite

	 S			   Sockets on flange side, pins opposite

Panel Range

	 1			   .063 (1.6) Min  —  .125 (3.2) Max

	 2			   .063 (1.6) Min  —  .250 (6.4) Max

	 3			   .063 (1.6) Min  —  .500 (12.7) Max

Alternate Keying

	 N			   NORMAL or A, B, C, D, E

optional accessory kit (Omit for None)

	 02			  Protective cover (2x) + mounting gasket

	 03			  02 kit + mounting bracket + sealing screws

T9 Series  •  Advanced Military & Aerospace Connectors

		  Receptacle for bulkhead feed-thru  
This connector has receptacles on both sides of the shell,  
allowing cable plugs to connect from each side. The pins and 
sockets can be arranged on either side to meet your design 
requirements. The four-hole flange enables easy mounting to 
the front or rear of a panel. A mounting bracket and gasket 
are recommended. 

Thru-Bulkhead Receptacle

milnec.com


