\\ EMI/RFI Env. Backshells (Composite)

T9 Series * Advanced Military & Aerospace Connectors

T9C2 - 15 M

BASIC PART NUMBER
T9C2 Straight EMI/RFI env. backshell (self-locking)
T9C4 90° EMI/RFI env. backshell (self-locking)
SHELL SIZE
| See Backshell Dimensions table below
MATERIAL & FINISH
M Composite, electroless nickel
J Composite, olive drab cadmium

Note: See part builder (p. F-17) for additional kit options.

Complete backshell protection in composite
Composite backshells offer the same protection as metal
backshells while also providing a significant savings in design
weight. The backshells feature strain relief cable clamps, en-
vironmental sealing rated to IP67, and 360° shield termination
hardware.They provide complete EMI/RFI and environmental
protection for all mission-critical designs.

Backshell Dimensions

Military CC Cable Clearance
e e
9 A M12 X 1-6H 2.500 (63.5) .86 (21.8) .940 (23.9) .880 (22.4) 690 (17.5) 1.060 (26.9) 750 (19.1) .800(20.3) .130(3.3) .250 (6.4)
1n B M15 X 1-6H 2.500 (63.5) .99(25.1) 1.170(29.7) 1.000 (25.4) 750 (19.1) 1.130(28.7) 750 (19.1) 1930 (23.6) .250 (6.4) .380(9.7)
13 C M18 X 1-6H 2.500 (63.5) 1.16 (29.5) 1.280 (32.5) 1.130(28.7) .810(20.6) 1.190 (30.2) .750 (19.1) 1.060 (26.9) .310(7.9) 440 (11.2)
15 D M22 X 1-6H 2.500 (63.5) 1.28 (32.5) 1.410 (35.8) 1.310(33.3) .880 (22.4) 1.250 (31.8) .750 (19.1) 1.220(31.0) .500 (12.7) 630 (15.9)
17 E M25 X 1-6H 2.500 (63.5) 1.41(35.8) 1.500 (38.1) 1.380 (35.1) 1940 (23.9) 1.310(33.3) .750 (19.1) 1.240 (31.5) .560 (14.2) 690 (17.5)
19 F M28 X 1-6H 2.500 (63.5) 1.52 (38.6) 1.560 (39.6) 1.440 (36.6) .970 (24.6) 1.340 (34.0) .750 (19.1) 1.370 (34.8) 630 (16.0) 750 (19.1)
21 H M31 X 1-6H 2.500 (63.5) 1.64 (41.7) 1.690 (42.9) 1.630 (41.4) 1.060(26.9)  1.440 (36.6) .750 (19.1) 1.490 (37.8) 750 (19.1) .880(22.2)
23 G M34 X 1-6H 2.500 (63.5) 1.77 (45.0) 1.810 (46.0) 1.750 (44.5) 1.130(28.7)  1.500 (38.1) .750 (19.1) 1.620 (41.1) .880 (22.4) 1.000 (25.4)

25 J M37X1-6H  2.500(63.5)  1.89(48.0) 1.910(485)  1.880(47.8)  1.190(30.2) 1.560(39.6) .750(19.1)  1.680(42.7) 1.000(25.4) 1.130(28.6)

Dimensions are in inches (mm).
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