\\ EMI/RFI Banding Boot Adapter

TC Series * High-Performance Crimp Connectors

TCD2 - 16 N - K2

BASIC PART NUMBER
TCD2 Straight EMI/RFI banding boot adapter
TCD3 45° EMI/RFI banding boot adapter
TCD4 90° EMI/RFI banding boot adapter
(Includes shield termination band TB250, p. E-58)

SHELL SIZE

| See Backshell Dimensions table below

MATERIAL & FINISH
N Aluminum, electroless nickel

w Aluminum, olive drab cadmium
OPTIONAL BOOT KIT (OMIT FOR NONE)
K2 Includes recommended straight shrink boot in
standard material 025, p. E-47

EMI/RFI shield termination with shrink boots
The EMI/RFI banding boot adapter provid ffective shield
Note: Designed for use with straight shrink boot (TCK2, p. E-47). © . / a g O_O a ar_) erpro . es efiec ?s _e
See part builder (p. E-13) for additional kit options. termination for applications using a shrink boot. Shielding
is achieved with a band applied by a simple hand tool over
a specially designed platform.The overlaying boot ensures
strain relief and complete IP67 environmental protection.

Backshell Dimensions

“Sie S L D L N K E T Class 28
10 312(7.9) .500 (12.7) 1.010 (25.7) 1.350 (34.3) .890 (22.6) 1.180 (30.0) 1.281(32.5) 1.480 (37.6) .625-24 UNEF
12 438 (11.1) .624 (15.8) 1.130(28.7) 1.350 (34.3) 1920 (23.4) 1.200 (30.5) 1.406 (35.7) 1.542(39.2) .750-20 UNEF
14 .562 (14.3) .750(19.1) 1.260 (32.0) 1.350 (34.3) 1940 (23.9) 1.220 (31.0) 1.531(38.9) 1.605 (40.8) .875-20 UNEF
16 625 (15.9) .812(20.6) 1.380 (35.1) 1.350 (34.3) .960 (24.4) 1.250 (31.8) 1.656 (42.1) 1.667 (42.3) 1.000-20 UNEF
18 750 (19.1) 937 (23.8) 1.510(38.4) 1.350 (34.3) 1980 (24.9) 1.260 (32.0) 1.718 (43.6) 1.730 (43.9) 1.062-18 UNEF
20 .812(20.6) 1.000 (25.4) 1.630 (41.4) 1.350 (34.3) 1.000 (25.4) 1.290 (32.8) 1.844 (46.8) 1.792 (45.5) 1.188-18 UNEF
22 1938 (23.8) 1.124 (28.5) 1.760 (44.7) 1.350 (34.3) 1.030 (26.2) 1.310(33.3) 1.938 (49.2) 1.850 (47.0) 1.313-18 UNEF
24 1.000 (25.4) 1.187(30.1) 1.880 (47.8) 1.350 (34.3) 1.050 (26.7) 1.340 (34.0) 2.093 (53.2) 1.917 (48.7) 1.438-18 UNEF
28 1.125 (28.6) 1.312(33.3) 2.130 (54.1) 1.350 (34.3) 1.100 (27.9) 1.380 (35.1) 2.531 (64.3) 2.042 (51.9) 1.750-18 UNS
32 1.250 (31.8) 1.437 (36.5) 2.220 (56.4) 1.375(34.8) 1.092 (27.7) 1.620 (41.1) 1.593 (40.5) 1.651 (41.9) 2.000-18 UNS
36 1.375(34.9) 1.562 (39.7) 2.470 (62.7) 1.500 (38.1) 1.136 (28.9) 1.750 (44.5) 1.718 (43.6)) 1.781 (45.2) 2.250-16 UN

Dimensions are in inches (mm).
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