Protective Covers

HS Series * High-Performance Solder Connectors

HSCP - 14 B E

~—oo

BASIC PART NUMBER
HSCP Plug cover w/ sash chain
HSCR Receptacle cover w/ sash chain
SHELL SIZE
| See Protective Cover Dimensions table below
MATERIAL & FINISH

| B Aluminum, anodize hardcoat
ATTACHMENT TYPE
E Eyelet attachment on sash chain
J Jam nut ring attachment on sash chain

(for use with HS07 & HS13 jam nut receptacles)

Note: See part builder (p. B-11) for additional kit options.
Always cover unmated connectors P P P

Unmated connectors should always be paired with protective
covers to environmentally seal and protect the contacts from
impact or damage. Covers also keep dirt and debris from the
coupling mechanism, ensuring reliable mating every time.

Protective Cover Dimensions

J
prell L D' E Chain L2 D2 H
Length
8 562 (14.3) 719(18.3) 1.67 (4.2) 3.00(76.2) 562 (14.3) 734 (18.6) 578(14.7)
10 562 (14.3) 844 (21.4) 1.67 (4.2) 3.00(76.2) 562 (14.3) 1859 (21.8) 703(17.9)
12 562 (14.3) 1.000 (25.4) 1.67 (4.2) 3.50 (88.9) 562 (14.3) 1.000 (25.4) .891(22.6)
14 562 (14.3) 1.125 (28.6) 1.67 (4.2) 3.50 (88.9) 562 (14.3) 1.125 (28.6) 1.016 (25.8)
16 562 (14.3) 1.250 (31.8) 1.67 (4.2) 3.50 (88.9) 562 (14.3) 1.250 (31.8) 1.141 (29.0)
18 562 (14.3) 1.375 (34.9) 1.67 (4.2) 3.50 (88.9) 562 (14.3) 1.375 (34.9) 1.266 (32.2)
20 625 (15.9) 1.500 (38.1) 1.67 (4.2) 4.00(101.6) 562 (14.3) 1.500 (38.1) 1.391 (35.3)
2 625 (15.9) 1.625 (41.3) 1.67 (4.2) 4.00(101.6) 562 (14.3) 1.625 (41.3) 1.516 (38.5)
2% 658 (16.7) 1.750 (44.5) 1.67 (4.2) 4.00(101.6) 602 (15.3) 1.750 (44.5) 1.641(41.7)
Dimensions are in inches (mm).
L L
GASKET
=7 (InsipE) e G
— [ = (insioe)

225 =

2525 s

55 ==

55 S5

oo E == E
D = o ==

= 9 = 9 Q

= ; ! = ) |

S5 Bse

535 oo |

s ! == N |

35S \ | oS \ |

— 5 \ I Ko \
oo N 5 2eSe e J
PLuG Cover ReceptacLE COVER Jam Nut Ring
ATTACHMENT
B-25 MILNEC.COM

INTERCONNECT SYSTEMS




