M28840 Protective Covers
NS Series ¢ MIL-DTL-28840 Type Connectors
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BASIC PART NUMBER

NSCP  Plug cover w/ sash chain
NSCR Receptacle cover w/ sash chain
SHELL SIZE

| See Protective Cover Dimensions table below
MATERIAL & FINISH

w Aluminum, olive drab cadmium
D Stainless steel, black cadmium plate
! ATTACHMENT TYPE
2 @ Phato for example only A Eyelet attachment on chain
;"' B Jam nut ring attachment on chain
(For use with NS07)
C Plug ring attachment on chain
NSCP & NSCR Compatibility (For use with NS06)
Compatible Brands Plugs Receptacles D Cable mount ring attachment on chain
MS28840/10, MS28840/11, MS28840/12, (For use with NS01)
MIL-DTL-28840 M328840/16 M328840/14 ---------------------------------------------
Delphi GT6A GTO, GT1, GT2, GT4

Protective Cover Dimensions

Note: See part builder (p. Z-7) for additional kit options.

Shell Military C Thread D E C Thread G H
Size Shell Size Class 2A Max Class 2B
1 A .750-.1P-.2L -D.S. 1.028 (26.1) 130 (3.3) .750-.1P-.2L -D.S. .890 (22.6) .765(19.4)
13 B .875-.1P-2L-D.S. 1.141(29.0) 130(3.3) .875-.1P-.2L -D.S. 1.015(25.8) .890 (22.6)
15 C 1.062-.1P-.2L -D.S. 1.263 (32.1) 130(3.3) 1.062-.1P-.2L-D.S. 1.203 (30.6) 1.015(25.8)
17 D 1.125-.1P-2L -D.S. 1.387 (35.2) 130(3.3) 1.125-.1P-2L-D.S. 1.265 (32.1) 1.140 (29.0)
19 E 1.312-.1P-2L -D.S. 1.513 (38.4) 130(3.3) 1.312-.1P-2L-D.S. 1.453 (36.9) 1.265 (32.1)
23 F 1.500-.1P-.2L -D.S. 1.703 (43.3) 130(3.3) 1.500-.1P-.2L -D.S. 1.640 (41.7) 1.453 (36.9)
25 G 1.625-.1P-.2L -D.S. 1.825 (46.4) 130(3.3) 1.625-.1P-.2L -D.S. 1.765 (44.8) 1.577 (40.1)
29 H 1.812-.1P-2L-D.S. 2.143 (54.4) .156 (4.0) 1.812-.1P-2L-D.S. 1.953 (49.6) 1.890 (48.0)
33 J 2.000-.1P-.2L-D.S. 2.329(59.2) 193 (4.9) 2.000-.1P-.2L-D.S. 2.140 (54.4) 2.077 (52.8)
Dimensions are in inches (mm).
G for Attachment B
1.000 (25.4) 780 (19.8) H for Attachment C & D
Max Max Gasket
e (Inside)
.156 (4.0) E
D 5.000 (127.0) g D % 5.000 (127.0)
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