M85049/140 Type Heat Shrink Boot //

RY85049 Series * M85049 Type Backshells

RY85049/140 - 07 HC D P

. 000

BASIC PART NUMBER

RY85049/140
M85049/140 type
1ILNEC.COM Straight lipped heat shrink boot
(Supersedes MS3109)
DASH NO.
See dimensions table below
MATERIAL
A Flexible polyolefin
Photo for example only B General purpose polyolefin
G Zero halogen polyolefin
H High performance elastomer
RY85049/140 Compatibility ADHESIVE
Compatible Connector Series C Zero halogen, hot melt
Supersedes MS3109 u No adhesive
DRAIN HOLES (OMIT FOR NONE)
D Drain holes
INJECTION VENT PORTS (OMIT FOR NONE)
P Vent ports
P
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HW Optional Vent Port
Optional Drain Holes 0120(3.1)
4 Places, 0.120 (3.1)
Before Heat Activation After Heat Activation

(Continued on next page)




\\ M85049/140 Type Heat Shrink Boot

RY85049 Series * M85049 Type Backshells

RY85049/1 40 DimenSions (Continued from previous page)

1
W W W e dag ¢ P R T M
01 0.920 (23.4) 0.410(10.4) 0.920 (23.4) 0.470(11.9) 0.240 (6.1) 1.500 (38.1) 0.830 (21.1) 0.040 (1.0) 0.070(1.8) 0.090 (2.3) 0.480(12.2)
02 1.120 (28.4) 0.560 (14.2) 1.120 (28.4) 0.580 (14.7) 0.260 (6.6) 2.160 (54.9) 1.090 (27.7) 0.040 (1.0) 0.070(1.8) 0.090 (2.3) 0.490 (12.4)
03 1.220 (31.0) 0.700 (17.6) 1.220 (31.0) 0.630(16.0) 0.280 (7.1) 2.630 (66.8) 1.390 (35.3) 0.040 (1.0) 0.080 (2.0) 0.100 (2.5) 0.750 (19.1)
04 1.420 (36.1) 0.880 (22.4) 1.420 (36.1) 0.730(18.5) 0.380(9.7) 3.150 (80.0) 1.630 (41.4) 0.040 (1.0) 0.080 (2.0) 0.100 (2.5) 0.750 (19.1)
05 1.680 (42.7) 1.110(28.2) 1.680 (42.7) 0.870 (22.1) 0.390 (9.9) 4.080 (103.6) 2.220 (56.4) 0.070(1.8) 0.090 (2.3) 0.110(2.7) 0.750 (19.1)
06 2.040 (51.8) 1.380 (35.1) 2.040 (51.8) 1.390 (35.3) 0.630(16.0) 5.130 (130.3) 2.540 (64.5) 0.070(1.8) 0.130 (3.3) 0.160 (4.1) 0.570 (14.5)
07 2.600 (66.0) 1.750 (44.5) 2.600 (66.0) 1.800 (45.7) 0.800 (20.3) 6.500 (165.1) 3.310 (84.1) 0.080 (2.0) 0.160 (4.1) 0.160 (4.1) 0.680(17.3)
08 3.220 (81.8) 2.270(57.7) 3.220 (81.8) 2.250 (57.2) 1.000 (25.4) 7.000(177.8) 3.750 (95.3) 0.080 (2.0) 0.160 (4.1) 0.190 (4.9) 0.680 (17.3)

Dimensions are in inches (mm).
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