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DL Series  •  MIL-DTL-38999 Series I Style Connectors

DLCP & DLCR Compatibility
Compatible Brands Plugs Receptacles

MIL-DTL-38999 Series I MS27467
MS27466, MS27656, MS27496,  

MS27505, MS27468

Aero / Conesys AE167 AE105, AE156, AE166, AE168, AE196 

Amphenol LJT06, LJTS06 LJT00, LJTPQ00, LJT01, LJT02, LJTP02, LJT07

Deutsch DJT6 DJT0, DJT4

ITT Cannon KJL6 KJL0, KJL3, KJL5, KJL7

Souriau 8LT5 8LT0, 8LT1, 8LT2, 8LT3, 8LT7
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Basic Part Number

	 DLCP		 Plug cover w/ sash chain

	 DLCR  	 Receptacle cover w/ sash chain

Shell Size

	 See Protective Cover Dimensions table below

MATERIAL & FINISH

	 N		  Aluminum, electroless nickel

	 W		  Aluminum, olive drab cadmium

Attachment Type

	 E		  Eyelet attachment on sash chain

	 J		  Jam nut ring attachment on sash chain

			   (For use with DL07 & DL13 jam nut receptacles)

	 N		  No attachment

DLCP  -  15  N E

Note:  See part builder (p. N-14) for additional kit options.

Shell
Size L1 D1 L2 D2 H E

J
Chain 
Length

9 .902 (22.9) .820 (20.8) .819 (20.8) .819 (20.8) .701 (17.8) .167 (4.2) 3.000 (76.2)

11 .902 (22.9) .940 (23.9) .819 (20.8) .941 (23.9) .839 (21.3) .167 (4.2) 3.000 (76.2)

13 .902 (22.9) 1.070 (27.2) .819 (20.8) 1.098 (27.9) 1.012 (25.7) .167 (4.2) 3.500 (88.9)

15 .902 (22.9) 1.190 (30.2) .819 (20.8) 1.220 (31.0) 1.142 (29.0) .167 (4.2) 3.500 (88.9)

17 .902 (22.9) 1.320 (33.5) .819 (20.8) 1.339 (34.0) 1.260 (32.0) .167 (4.2) 3.500 (88.9)

19 .902 (22.9) 1.440 (36.6) .819 (20.8) 1.461 (37.1) 1.390 (35.3) .167 (4.2) 3.500 (88.9)

21 .902 (22.9) 1.570 (39.9) .819 (20.8) 1.579 (40.1) 1.512 (38.4) .167 (4.2) 4.000 (101.6)

23 .902 (22.9) 1.690 (42.9) .819 (20.8) 1.701 (43.2) 1.645 (41.7) .167 (4.2) 4.000 (101.6)

25 .902 (22.9) 1.820 (46.2) .819 (20.8) 1.831 (46.5) 1.760 (44.7) .167 (4.2) 4.000 (101.6)

Protective Cover Dimensions

Dimensions are in inches (mm).

Protective Covers
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