\\ #16 PC Tail Socket Contact

DL Series * MIL-DTL-38999 Series | Style Connectors

DLST16 - 101

BASIC PART NUMBER
‘ DLST16 DL Series #16 PC tail socket contact
(MIL-DTL-38999 Series | compatible)
DASH NUMBER
101 Dash number determines contact length

See table below for dash number selection

Specifications DLST16 Compatibility
SAE-AS39029 Compliant: Mating interface meets or exceeds the re- Compatible Brands Mates
quirements and specifications of M39029/56-352, except as indicated. MIL-DTL-38999 Series | MSN:/IBSBEMENI?/ISSB'ZM:;M%I
Contact Material: Beryllium copper alloy body, Stainless steel hoods 7505, MS274
Mating Interface Finish: Gold plate per IAW ASTM B488-01, Type I, Aero / Conesys AE105, AE156, AE166, AE168, AE196
Code C, Class 1.25 (.000050 Min) over nickel IAW AMS QQ-N-290, SpHEN LJT00, LJTPQ0O, LJTON, LUTOZ, LITPOZ, LITO7
Class 1, 0.000050 - 0.000100 thick. Deutsch DJT0, DJT4

ITT Cannon KJLO, KJL3, KJL5, KJL7

Souriau 8LT0, 8LT1, 8LT2, 8LT3, 8LT7

D B c A E - ﬁz,
( % %é (C ::ﬁf o Beveled Style

See Style % ——1 ]
L Flat Style
Size #16 PCTail Socket Contact Dimensions

DL02, DLO3 DLOO, DLO4, DLO7 E Tail E Tail
Part Number Popular A B c D Shoulder Shoulder Stickout* Stickout*

Extensiont Extensiont DL02, DLO3 DL00, DL04, DLO7
DLST16-101 * 1.401 (35.59) 546 (13.87) .234 (5.94) .040(1.02) - - .381(9.68) .189 (4.80)
DLST16-102 1.471 (37.36) 474 (12.04) .376 (9.55) .040(1.02) - - 451 (11.46) .259 (6.58)
DLST16-103 1.482 (37.64) 627 (15.93) .234 (5.94) .040(1.02) - - 462 (11.73) .270 (6.86)
DLST16-104 * 1.494 (37.95) 413(10.49) 460 (11.68) .040(1.02) .061 (1.55) - 474 (12.04) .282(1.16)
DLST16-105 1.607 (40.82) .752(19.10) .234 (5.94) .040 (1.02) - - .587 (14.91) .395(10.03)

Dimensions are in inches (mm). ¥ Stickout Tolerance + 0.02 (0.5mm).  *Most Popular Call-Outs, Best In-Stock Solutions.
Tail stickout dimensions are for Milnec connectors. When used in compatible connectors from other brands, dimensions can vary as much as +0.10 inches due to manufacturing differences.

MILNEC.COM MEM!%ECMEEMCS



