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QS Series  •  MIL-DTL-22992 QWLD Type Connectors
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BASIC PART NUMBER

	 QSCP	 Plug cover

	 QSCR  	 Receptacle cover

SHELL SIZE

	 See Protective Cover Dimensions table below

MATERIAL & FINISH  

	 C		  Aluminum, conductive (olive drab cadmium)

	 N		  Aluminum, non-conductive (anodized)

ATTACHMENT OPTION

	 E		  Eyelet attachment on sash chain

	 J		  Jam nut ring attachment on sash chain

QSCP  -  20  C  E

Protective Cover Dimensions
Shell 
Size

C Thread 
Class 2A

L1

Max
E

Hex
J

Chain Length
C Thread 
Class 2B

L2

Max
M Dia
Max H

12 .8750-0.1P-0.2L-DS 1.500 (38.1) .156 (4.0) 5.000 (127.0) .8750-0.1P-0.2L-DS .765 (19.4) 1.094 (27.8) 1.016 (25.8)

14 1.0000-0.1P-0.2L-DS 1.500 (38.1) .156 (4.0) 5.000 (127.0) 1.0000-0.1P-0.2L-DS .765 (19.4) 1.219 (31.0) 1.141 (29.0)

16 1.1250-0.1P-0.2L-DS 1.500 (38.1) .156 (4.0) 5.000 (127.0) 1.1250-0.1P-0.2L-DS .980 (24.9) 1.344 (34.1) 1.266 (32.2)

18 1.2500-0.1P-0.2L-DS 1.500 (38.1) .180 (4.6) 5.000 (127.0) 1.2500-0.1P-0.2L-DS .980 (24.9) 1.469 (37.3) 1.391 (35.3)

20 1.3750-0.1P-0.2L-DS 1.500 (38.1) .180 (4.6) 5.000 (127.0) 1.3750-0.1P-0.2L-DS .980 (24.9) 1.562 (39.7) 1.516 (38.5)

22 1.5000-0.1P-0.2L-DS 1.500 (38.1) .180 (4.6) 6.000 (152.4) 1.5000-0.1P-0.2L-DS .980 (24.9) 1.688 (42.9) 1.641 (41.7)

24 1.7500-0.1P-0.2L-DS 1.500 (38.1) .180 (4.6) 6.000 (152.4) 1.7500-0.1P-0.2L-DS .980 (24.9) 1.938 (49.2) 1.891 (48.0)

28 2.0000-0.1P-0.2L-DS 1.500 (38.1) .180 (4.6) 6.000 (152.4) 2.0000-0.1P-0.2L-DS .980 (24.9) 2.219 (56.4) 2.141 (54.4)

32 2.2500-0.1P-0.2L-DS 1.500 (38.1) .209 (5.3) 6.000 (152.4) 2.2500-0.1P-0.2L-DS .980 (24.9) 2.469 (62.7) 2.391 (60.7)

36 2.5000-0.1P-0.2L-DS 1.500 (38.1) .209 (5.3) 6.000 (152.4) 2.5000-0.1P-0.2L-DS .980 (24.9) 2.719 (69.1) 2.641 (67.1)

Note:  See part builder (p. W-9) for additional kit options.

Dimensions are in inches (mm).

Protective Cover

QSCP Compatibility
Compatible Brands  Plugs Receptacles

MIL-DTL-22992 QWLD MS17344
MS17343, MS17344, MS17345, MS17346, 

MS17347, MS17348 

Amphenol
10-1946, 
88-1946

10-1940, 10-1941, 10-1942, 
10-1943, 10-1949, 88-1940, 88-1941, 

88-1942, 88-1943

ITT Cannon CWLD06
CWLD00, CWLD01, CWLD02, 

CWLD07, CWLD08
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