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RY3186 Compatibility
 Compatible Connector Series

Jam Nut Receptacles

RY3186 A - 112 A

BASIC PART NUMBER

 RY3186

    MS3186 type 

    Jam nut with safety wire holes

MATERIAL

 A   Aluminum

 S   Steel

 C   CRES

DASH NO.

 See Dimensions table below

FINISH

 A   Black anodize (material A only)

 B   Black cadmium over corrosion resistant steel

    (material C only)

 C   Clear cadmium (material A only)

 E   Electrodeposited nickel

 N   Electrodeposited nickel (space-grade)

 P   Passivated (material C only)

 T   Tin plate (material S only)

 W   Olive drab cadmium over electroless nickel

MS3186 Type Jam Nut With Safety Wire Holes

Jam Nut Dimensions

Dimensions are in inches (mm).

Dash
No.

C Thread
Class 2B

A
Max C Max D Min. No. of Slots E Dia

101 0.500 - 28 UNEF-2B 0.687 (17.4) None None 0.125 (3.2)

102 0.5625 - 24 UNEF-2B 0.750 (19.1) 0.135 (3.4) 2 0.125 (3.2)

103 0.625 - 24 UNEF-2B 0.812 (20.6) None None 0.125 (3.2)

104 0.625 - 20 UN-2B 0.812 (20.6) None None 0.125 (3.2)

105 0.625 - 20 UN-2B 0.812 (20.6) None None 0.125 (3.2)

106 0.6875 - 24 UNEF-2B 0.875 (22.2) 0.135 (3.4) 1 0.125 (3.2)

107 0.750 - 20 UNEF-2B 0.937 (23.8) None None 0.125 (3.2)

108 0.8125 - 20 UNEF-2B 1.000 (25.4) 0.135 (3.4) 1 0.125 (3.2)

109 0.875 - 20 UNEF-2B 1.062 (27.0) 0.135 (3.4) 1 0.125 (3.2)

110 0.9375 - 20 UNEF-2B 1.123 (28.5) None None 0.125 (3.2)
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Jam Nut Dimensions (Continued from previous page)

Dimensions are in inches (mm).

Dash
No. A Thread B C Max D Min. No. of Slots E Dia

111 1.000 - 20 UNEF-2B 1.188 (30.2) 0.135 (3.4) 1 0.125 (3.2)

112 1.125 - 20 UN-2B 1.312 (33.3) None None 0.125 (3.2)

113 1.125 - 18 UNEF-2B 1.312 (33.3) 0.135 (3.4) 1 0.125 (3.2)

114 1.1875 - 18 UNEF-2B 1.375 (34.9) None None 0.125 (3.2)

115 1.250 - 20 UN-2B 1.438 (36.5) None None 0.125 (3.2)

116 1.250 - 18 UNEF-2B 1.438 (36.5) 0.135 (3.4) 1 0.125 (3.2)

117 1.375 - 18 UNEF-2B 1.562 (39.7) 0.192 (4.9) 1 0.125 (3.2)

118 1.4375 - 18 UNEF-2B 1.625 (41.3) None None 0.125 (3.2)

119 1.500 - 20 UN-2B 1.688 (42.9) None None 0.125 (3.2)

120 1.500 - 18 UNEF-2B 1.688 (42.9) 0.192 (4.9) 1 0.125 (3.2)

121 1.625 - 18 UNEF-2B 1.812 (46.0) 0.192 (4.9) 1 0.125 (3.2)

122 1.750 - 18 UNS-2B 2.000 (50.8) 0.192 (4.9) 1 0.125 (3.2)

123 1.875 - 16 UN-2B 2.125 (54.0) None None 0.125 (3.2)

124 1.9375 - 16 UN-2B 2.187 (55.5) None None 0.189 (4.8)

125 2.000 - 18 UNS-2B 2.250 (57.2) None None 0.189 (4.8)

126 2.125 - 16 UN-2B 2.375 (60.3) None None 0.189 (4.8)

127 2.250 - 16 UN-2B 2.500 (63.5) None None 0.189 (4.8)

128 2.500 - 16 UN-2B 2.750 (69.9) None None 0.189 (4.8)

129 2.750 - 16 UN-2B 3.000 (76.2) None None 0.189 (4.8)

130 3.000 - 16 UN-2B 3.250 (82.6) None None 0.189 (4.8)

Jam Nut Dimensions
Dash
No. MIL-DTL-5015 MIL-DTL-26482 MIL-DTL-26500 MIL-DTL-83723 I MIL-DTL-83723 III MIL-DTL-38999 I MIL-DTL-38999 II MIL-C-28840 MIL-C-27599

101 8S - - - - - - - -

102 - 8 - 8 - - - - -

103 10S, 10SL - - - - - - - -

104 - - 8 - - - - - -

105 - - - - 8 - - - -

106 - 10 - 10 - 9 - - 9

107 12S, 12 - 10 - 10 - - - -

108 - - - - - 11 - - 11

109 14S, 14 12 - 12 - - 8 11 8

110 - - 12 - 12 - - - -

111 16S, 16 14 14 14 14 13 10 13 10, 13

112 - - 16 - 16 Bay - - - -

113 18 16 - 16 16 Thd 15 12 - 12, 15

114 - - - - - - - 15 -

115 - - 18 - - - - - 14, 17

116 20 18 - 18 18 17 14 17 -

117 22 20 20 20 20 19 16 - 16, 19

118 - - - - - - - 19 -

119 - - 22 - - - - - -

120 24 22 - 22 22 21 18 - 18, 21

MS3186 Type Jam Nut With Safety Wire Holes
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Jam Nut Dimensions (Continued from previous page)

Dash
No. MIL-DTL-5015 MIL-DTL-26482 MIL-DTL-26500 MIL-DTL-83723 I MIL-DTL-83723 III MIL-DTL-38999 I MIL-DTL-38999 II MIL-C-28840 MIL-C-27599

121 - 24 24 24 24 23 20 23 20, 23

122 28 - - - - 25 22 25 22, 25

123 - - - - - - 24 - 24

124 - - - - - - - 29 -

125 32 - - - - - - - -

126 - - - - - - - 33 -

127 36 - - - - - - - -

128 40 - - - - - - - -

129 44 - - - - - - - -

130 48 - - - - - - - -

MS3186 Type Jam Nut With Safety Wire Holes


