
Rev. 2111

S-42 M I L N E C . C O M

T
B

TB Series • MIL-DTL-38999 Series IV Style Accessories

R

Ring

Attachment

5.000
(127.0)C

0.640 (16.3)
Max

Plug Cover

M
IL

N
E

C

0.167
(4.2)

0.810 (20.6)
Max

BA

1.380
(35.1)
Max

E

Receptacle Cover

5.000
(127.0)

0.167
(4.2)

D

0.190 (4.8)
Min

S

Shell
Size

Military
Shell Size

A
Max

B
Max 

C
Max

D
Max

E
Max

S Receptacle
Min Dia

R Plug
Max Dia

9 A 1.250 (32.0) 0.668 (17.0) 0.384 (9.8) 0.880 (22.4) 0.650 (16.5) 0.685 (17.4) 0.491 (12.5)

11 B 1.380 (35.1) 0.793 (20.1) 0.509 (12.9) 0.922 (23.4) 0.775 (19.7) 1.006 (25.6) 0.609 (15.5)

13 C 1.570 (39.9) 0.919 (23.3) 0.634 (16.1) 1.047 (26.6) 0.900 (22.9) 1.124 (28.6) 0.727 (18.5)

15 D 1.660 (42.2) 1.044 (26.5) 0.759 (19.3) 1.219 (31.0) 1.040 (26.4) 1.248 (31.7) 0.885 (22.5)

17 E 1.790 (45.5) 1.170 (29.7) 0.885 (22.5) 1.344 (34.1) 1.150 (29.2) 1.367 (34.7) 1.008 (25.6)

19 F 1.920 (48.8) 1.294 (32.9) 1.009 (25.6) 1.469 (37.3) 1.275 (32.4) 1.524 (38.7) 1.126 (28.6)

21 G 2.060 (52.3) 1.419 (36.0) 1.134 (28.8) 1.579 (40.1) 1.400 (35.6) 1.642 (41.7) 1.244 (31.6)

23 H 2.250 (57.2) 1.544 (39.2) 1.259 (32.0) 1.704 (43.3) 1.525 (38.7) 1.760 (44.7) 1.367 (34.7)

25 J 2.380 (60.5) 1.669 (42.4) 1.384 (35.2) 1.829 (46.5) 1.650 (41.9) 1.878 (47.7) 1.485 (37.7)

Protective Cover Dimensions

Dimensions are in inches (mm).

BASIC PART NUMBER

 TBCP Plug cover

 TBCR   Receptacle cover

SHELL SIZE

 See Protective Cover Dimensions table below

MATERIAL & FINISH

 N  Aluminum, electroless nickel

 W  Aluminum, olive drab cadmium

 G  Aluminum, electroless nickel (space-grade)

ATTACHMENT TYPE

 E  Eyelet attachment on wire rope

 J  Ring attachment on wire rope

 N  No attachment
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Protective Covers

TBCP & TBCR Compatibility
Compatible Brands Plugs Recepacles

MIL-DTL-38999 Series IV
D38999/46, 

D38999/47

D38999/40, D38999/42, 

D38999/44, D38999/49

G & H Tech / Cooper BL06, BLG6 BL00, BL02, BL03, BL07

Deutsch DIV/45, DIV/46 DIV/40, DIV/41, DIV/43, DIV/44

MILNEC.COM

MILNEC.COM


